TEST PIT RESULTS
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BEEN APPROVED BY THE STATE OF VERHONT AND TESTED 78 SHOWN TEST PITS PREFORMED BY RYAN MARSH, (DESIGNER #575) ON DCTOBER 24, 2018.
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2 ge e omouion TESTPIT 1 SEASONAL HIGH WATER TABLE (SHWT) © 187
B e o e BERM DOWNMILL SIDE OF DRAIN ——, o0& DARK BROWN, FINE SANDY LOAM WITH FEW SMALL GRAVELS, FRIABLE, MANY ROOTS
IE 1T s ka0 Rotnes TO DIRECT SURFACE RUNOFF &2 DARK TAN BROWN, SANDY LOAM WITH FEW SMALL GRAVELS, FRIABLE, FEW ROOTS
5 OF 3 FEET OF COVER REDOX COMMON AT 18°
7 TAVCTD MEET AT LG REQUASHENTS 2" - 60 DARK BROWN, YERY FINE SANDY LOAM, FRIABLE, NO ROOTS, REDOX COMMON
5. JOINT SEALANT i5 BUTVL RUBGER MASTIC TYPICAL OF CONSEAL CS-102,
T v s e ue TESTPIT 2 SHWT Q18"
Pebouers 31 o4 DARK BROWN, FINE SANDY LOAM WITH FEW SMALL GRAVELS, FRIABLE, MANY ROGTS
Py DARK TAN BROWN, SANDY LOAM WITH FEW SMALL GRAVELS, FRIABLE, FEW ROOTS
AEDCX COMMON AT 18°
18057 DARK BROWN, VERY FINE SANDY LOAM, FRIABLE, NO ROGTS, REDOX COMMON
FILL WITH SAND BORROW ———
OR GRANULAR BORROW TESTPIT 3 SHWT 018"
TO SUBGRADE LIMIT @& DARK BROWN, FINE SANDY LOAM WITH FEW SMALL GRAVELS, FRIABLE, MANY ROOTS
629 DARK TAN BROWN, SANDY LOAM WITH FEW SMALL GRAVELS, FRIABLE, FEW ROOTS
REDOX COMMON AT 187
4 50R 35 PVC 207 59" DARK BROWN, VERY FINE SANDY LOAM, FRIABLE, NO ROGTS, REDOX COMMON
PERFORATED PIFE
AL TS TO 55 PR PECRED OR B
PRIOR 70 INSTALLATEON. NO SUBSTITI “TONS WILL. 3* DRAINAGE STONE |-—z”m,——l
BE ACCEPTED WITHOUT PREOR APPROVAL.
CURTAIN DRAIN TRENCH DETAIL
NTS
PERCOLATION TEST RESULTS

‘TEST PREFORMED BY RYAN MARSH, (DESIGNER #575) ON OCTOBER 24, 2018,
PERC. TEST #1 10 MINUTES PER INCH
PERC. TEST #2 12 MINUTES PER INCH
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BASIS OF DESIGN FOR A PRESBY MOUND SEPTIC SYSTEM

LUFTIC JOLTTIONL 110

THIS PROPOSED WASTEWATER SYSTEM WAS DESIGNED FOR A 2 BEDROOM SINGLE FAMILY HOUSE.

1,000 GALLON TOP SEAM PRECAST CONCRETE SEPTIC TANK BUSINESS PARK AT CAMBRIDGE
g CAMERIDGE, V7. 0S4 ROAD CROSSING CROSS COUNTRY
1. DESIGN FLOW - 280 690 (140 GP / BEOROGH UNTIL 3 BEDROOH, THEN 70 67D/ BEDROOH)
UTES,

poukhonsrsepiczoktions.
Lt ] PLART MK GRAvETER 2. PERCOLATION TEST: 10 MINI
—— MOUND 6 TO ALLOW FOR SETTLEMENT, 3. LENGTH OF FIPE REGUIRED - 110 LF {PER STATE GF VERUONT PRESEY DESIGH AND TUSTALLATION MANUAL)
SURE-PACKTOP COAT \ TOP SOIL, THEN SEED & MULCH 4. LENGTH OF FIFE
(UNLESS SPECIFTED ELSEWHERE) I,
- 5. SAND BED AREA REQUIRED - 185 SF (PER STATE OF VERMONT PRESBY DESIGN AND INSTALLATION MANUAL)
: 6. SAND BED AREA PROVIDED - 378 SF (6 x 47 MOUND BED + 3 BED EXTENSION, SEE DETALLS)
7. HOUSE SEPTIC TANK SI2E - 1,000 GALLON CONCRETE (NEW TANK, SEE DETAIL)
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CONSTRUCTION NOTES

1. MARSH SEPTIC & DESIGN SHALL RECEIVE AT LEASE 72 HOURS NOTICE PRIOR TO CONSTRUCTION TO STAKEGUT THE SEPTIC sverM ATTHE
LOCATION AND ELEVATIONS SHOWN ON THIS PLAN. THEY SHALL ALSO RECEIVE 24 HOURS NOTICE PRIOR TO CONSTRUCTION OF
ELEMENTS OF THIS SEPTIC SYSTEM FOR INSPECTION. THE LOT CWNER OR CONTRACTOR SHALL B RESPONSIBLE FOR ARRANG]NG
INSPECTION SERVICES WITH THE DESIGNER. THIS IS TO SUPPLY AN AS-BUILT CERTIFICATION AS REQUIRED BY THE STATE PERMIT. THE
SEPTIC TANK, PUMP STATION, SEWER PIPE OR FORCE MAIN, D-BOX AND THE LEACH FIPES IN THE TRENCHES OR BED SHALL BE LEFT
VISIBLE FOR INSPECTION. THE CONTRACTOR SHALL BE PREPARED TOQ TEST RUN THE FLOUT TANK AT THE TIME OF THE INSPECTION BY
PUMPING CLEAN WATER THROUGH THE MOUND DISTRISUTION SYSTEM. FINAL CERTIFICATION WILL NOT BE PROVIDED IF SYSTEM IS
COVERED BEFORE INSPECTED BY DESIGNER.

THE MOUND SHALL BE BUILT TO THE PROPER GRADE SHOWN Ot THE PLANS. ALL ABOVE GROUND VEGETATION SHALL BE CLOSELY CUT AND
SEWER PIPE TRENCH DETAIL REMOVED FROM THE GROUND SURFACE IN THE AREA OF THE MOUND TRENGH(S) OR BED AND THE FILL MATERIAL ARGUND THEM. ALL TREE
ARETO

THAN & OF BURY AND IN ALL
ROAD & DRIVE CROSSINGS

12" ENVIRO-SEFTIC PIPE IJ-h—____
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3/4" STONE BEDDING (TYPICAL)

SURFACE RUNOFF IS TO BE
DIVERTED AROUND MOUND
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EXISTING LEACHFIELD UNDER MOUND AREA
IS TO BE REMOVED ALGNG WITH THE SOIL
A MIN. OF 1' SIDE TO SIDE AND
UNDERNEATH. EXCAVATED AREA TO BE
FILLED BACK IN WITH MOUND SAND TO
EXISTING GROUND GRADE. THIS NEEDS TO
BE DONE PRIOR TO SYSTEM SAND
PLACEMENT.

GROUND AND AT THE NOTED SPACING ON THIS SHEET. REMOVE ANY DIFS AND RISES WHICH OCCUR IN THE PIPE. BEFORE COVERING THE PIPES,
PRESBY GRADE TABLE THE NEW SYSTEM MUST BE TESTED AND INSPECTED BY DESIGNER, AFTER PASSING THE INSPECTION INSTALL FINISH PLACING THE SYSTEM
msmuu UNDER MOUND AREA IS e s SAND OVER THE TOP OF THE PIPES KEEPING THEM LEVEL. THE TOES OF THE HOUND WASTEWATER DISPOSAL SYSTEM IS TO BE BUILT

BE SCARIFIED OF BACKHOE USING MOUND SAND THEN FOLLOWED COVERING THE ENTIRE MOUND BY AT LEAST 4" OF TOPSOIL. THE CONTRACTOR SHALL CROWN THE
og EXCAVATOR BUCKET WHEN SOIL IS BRY PIPE INVERT TOP AND SHAPE THE MOUND 50 THAT THERE WILL BE NO STANDING SURFACE WATER ON OR AROUND THE MOUND.
PRIOR TO MOUND SAND PLACEMENT. ROW NO. ELEVATION
DO NOT REMOVE TOPSOIL o8O 3. AL PVC PIPE JOINTS AND CONNECTIONS SHALL BE SOLVENT WELDED.

MOUND CROSS SECTION DETAIL ROW 1
L

1004.3

1004.1 4, ALL DISTURBED AREA AROUND THE MOUND, SEWER LINE, SEPTIC TANK AND PUMP STATION SHALL BE FINE GRADED TO ENSURE

Loz CONTOURS. THIS AREA SHALL THEN BE SEEDED WITH A GRASS MIXTURE AND A COVERING OF MULCH TO ENSURE GERMINATION OF
. SEEDS,

5. ALL RISER COVERS ARE TO BE WATER TIGHT AND AT CR ABOVE FINAL GRADE FOR ACCESSIBILITY WITH A SECURE COVER.

6. IT SHALL BE THE LOT OWNERS RESPONSIBILITY TO CONFORM TO THE REQUIREMENTS OF THE STATE PERMIT AND INSURE THAT THE
PROJECT IS BUILT IN CONFORMANCE TO THE PLANS AND SPECIFICATIONS.

7. CALL DIG SAFE 72 HOURS PRIOR TO START OF ANY CONSTRUCTION. UNDERGROUND UTILITIES MAY BE PRESENT THAT ARE NOT SHOWN ON
THESE PLANS.

(NO SCALE)
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Lsﬂﬂmn)_|| {—OH%E‘UDAPFER LOAM AND SEED ALL RINAL GRADES. NO —.
DEEP ROGTED PLANT MA]

[T = owr Il [

4% LOW VENT TQ 1] IT ROw3 I T
ABCVE GROUND \:
{SEE DETALL) e 4" PYCPIPE

SAND EXTENSION RAISED CONNECTION DETAIL
TS

[

Sl L

I 4
! (42' PIPE LENGTH)
msvmsaoosvaﬂonm&lsmae
USED AS THE HIGH VENT FOR THIS.

MOUND TRENCH PIPE LAYOUT DETAIL
NTS

LOW VENT PIPE DETAIL
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